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Genuine Home Inspections 
65 Cinder Circle, Hurricane, UT 84737 
Phone: (435) 359-6348 
Mobile: (435) 359-6348 
genuinehomeinspections.net call.the.ghi@gmail.com 

Address of Inspection: 1842 Public Lane, St. George, Utah 84790

Client: Jackie Anonymous

Date: 3/11/2019

General Information 

Seller's Agent:
Company:
Phone: ( )- - 
Email:
 
Buyer's Agent:
Company:
Phone: ( )- - 
Email:
 
Weather Conditions: Overcast 60 ° Fahrenheit
Property Status:    Occupied 

   Vacant 
   Partly Occupied 
   Utilities Off 
   New Construction 

Approximate Square Feet:1264
Approximate Year Built: 2000

  Invoice

Report Number: 032819SB1
Inspection Type: Visual
Total Fee: $300.00
Paid By:
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Exclusions and Limitations 

You have contracted with Genuine Home Inspections to perform a generalist inspection in accordance with the standards of practice established by 
ASHI , a copy of which is available upon request. Generalist inspections are essentially visual, and distinct from those of specialists, inasmuch as they 
do not include the use of specialized instruments, the dismantling of equipment, or the sampling of air and inert materials. Consequently, a generalist 
inspection and the subsequent report will not be as comprehensive, nor as technically exhaustive, as that generated by specialists, and it is not 
intended to be. The purpose of a generalist inspection is to identify significant defects or adverse conditions that would warrant a specialist 
evaluation. Therefore, you should be aware of the limitations of this type of inspection, which are clearly indicated in the standards. However, the 
inspection is not intended to document the type of cosmetic deficiencies that would be apparent to the average person, and certainly not intended 
to identify insignificant deficiencies. Similarly, we do not inspect for vermin infestation, which is the responsibility of a licensed exterminator. Most 
homes built after 1978, are generally assumed to be free of asbestos and many other common environmental contaminants. However, as a courtesy 
to our clients, we are including some well documented, and therefore public, information about several environmental contaminants that could be of 
concern to you and your family, all of which we do not have the expertise or the authority to evaluate, such as asbestos, radon, methane, 
formaldehyde, termites and other wood-destroying organisms, pests and rodents, molds, microbes, bacterial organisms, and electromagnetic 
radiation, to name some of the more commonplace ones. Nevertheless, we will attempt to alert you to any suspicious substances that would warrant 
evaluation by a specialist. However, health and safety, and environmental hygiene are deeply personal responsibilities, and you should make sure 
that you are familiar with any contaminant that could affect your home environment. You can learn more about contaminants that can affect you 
home from a booklet published by The environmental Protection Agency, which you can read online at www.epa.gov/iaq/pubs/insidest.htm. Mold 
is one such contaminant. It is a microorganism that has tiny seeds, or spores, that are spread on the air, land, and feed on organic matter. It has 
been in existence throughout human history, and actually contributes to the life process. It takes many different forms, many of them benign, like 
mildew. Some characterized as allergens are relatively benign but can provoke allergic reactions among sensitive people, and others characterized as 
pathogens can have adverse health effects on large segments of the population, such as the very young, the elderly, and people with suppressed 
immune systems. However, there are less common molds that are called toxigens that represent a serious health threat. All molds flourish in the 
presence of moisture, and we make a concerted effort to look for any evidence of it wherever there could be a water source, including that from 
condensation. Interestingly, the molds that commonly appear on ceramic tiles in bathrooms do not usually constitute a health threat, but they 
should be removed. However, some visibly similar molds that form on cellulose materials, such as on drywall, plaster, and wood, are potentially 
toxigenic. If mold is to be found anywhere within a home, it will likely be in the area of tubs, showers, toilets, sinks, water heaters, evaporator coils, 
inside attics with unvented bathroom exhaust fans, and return-air compartments that draw outside air, all of which are areas that we inspect very 
conscientiously. Nevertheless, mold can appear as though spontaneously at any time, so you should be prepared to monitor your home, and 
particularly those areas that we identified. Naturally, it is equally important to maintain clean air-supply ducts and to change filters as soon as they 
become soiled, because contaminated ducts are a common breeding ground for dust mites, rust, and other contaminants. Regardless, although 
some mold-like substances may be visually identified, the specific identification of molds can only be determined by specialists and laboratory 
analysis, and is absolutely beyond the scope of our inspection. Nonetheless, as a prudent investment in environmental hygiene, we categorically 
recommend that you have your home tested for the presence of any such contaminants, and particularly if you or any member of your family 
suffers from allergies or asthma. Also, you can learn more about mold from an Environmental Protection Agency document entitled "A Brief Guide 
to Mold, Moisture and Your Home," by visiting their web site at: http://www.epa.gov/iaq/molds/moldguide.html/, from which it can be 
downloaded. Asbestos is a notorious contaminant that could be present in any home built before 1978. It is a naturally occurring mineral fiber that 
was first used by the Greek and Romans in the first century, and it has been widely used throughout the modern world in a variety of thermal 
insulators, including those in the form of paper wraps, bats, blocks, and blankets. However, it can also be found in a wide variety of other products 
too numerous to mention, including duct insulation and acoustical materials, plasters, siding, floor tiles, heat vents, and roofing products. Although 
perhaps recognized as being present in some documented forms, asbestos can only be specifically identified by laboratory analysis. The most 
common asbestos fiber that exists in residential products is chrysotile, which belongs to the serpentine or white-asbestos group, and was used in the 
clutches and brake shoes of automobiles for many years. However, a single asbestos fiber is said to be able to cause cancer, and is therefore a 
potential health threat and a litigious issue. Significantly, asbestos fibers are only dangerous when they are released into the air and inhaled, and for 
this reason authorities such as the Environmental Protection Agency [EPA] and the Consumer Product Safety Commission [CPSC] distinguish 
between asbestos that is in good condition, or non-friable, and that which is in poor condition, or friable, which means that its fibers could be easily 
crumbled and become airborne. However, we are not specialists and, regardless of the condition of any real or suspected asbestos-containing 
material [ACM], we would not endorse it and recommend having it evaluated by a specialist. Radon is a gas that results from the natural decay of 
radioactive materials within the soil, and is purported to be the second leading cause of lung cancer in the United States. The gas is able to enter 
homes through the voids around pipes in concrete floors or through the floorboards of poorly ventilated crawlspaces, and particularly when the 
ground is wet and the gas cannot easily escape through the soil and be dispersed into the atmosphere. However, it cannot be detected by the 
senses, and its existence can only be determined by sophisticated instruments and laboratory analysis, which is completely beyond the scope of our 
service. However, you can learn more about radon and other environmental contaminants and their affects on health, by contacting the 
Environmental Protection Agency (EPA), at www. epa.gov/radon/images/hmbuygud.pdf, and it would be prudent for you to enquire about any 
high radon readings that might be prevalent in the general area surrounding your home. Lead poses an equally serious health threat. In the 1920's, 
it was commonly found in many plumbing systems. In fact, the word "plumbing" is derived from the Latin word "plumbum," which means lead. 
When in use as a component of a waste system, it does not constitute a viable health threat, but as a component of potable water pipes it would 
certainly be a health-hazard. Although rarely found in use, lead could be present in any home build as recently as the nineteen forties. For instance, 
lead was an active ingredient in many household paints, which can be released in the process of sanding, and even be ingested by small children 
and animals chewing on painted surfaces. Fortunately, the lead in painted surfaces can be detected by industrial hygienists using sophisticated 
instruments, but testing for it is not cheap. There are other environmental contaminants, some of which we have already mentioned, and others that 
may be relatively benign. However, we are not environmental hygienists, and as we stated earlier we disclaim any responsibility for testing or 
establishing the presence of any environmental contaminant, and recommend that you schedule whatever specialist inspections that may deem 
prudent before the close of escrow.  
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Property Analysis Report 

Genuine Home Inspections 
65 Cinder Circle, Hurricane, UT 84737 

SUMMARY OF INSPECTION 
The inspection resulted in the following summarized items (the locations are listed as viewed from the street facing the property): 

Date / Time: 3/11/2019 8:00AM      Weather Conditions: Overcast 60 ° Fahrenheit 

Property:

   Occupied    Vacant 
   Partly Occupied    Utilities Off 
   New Construction 

Present at inspection:
 Owner  Buyer's Agent  Buyer  Seller's Agent
 Tenant  Builder's Representative

Property Type: 

   Residential 
   Commercial 
   Apartment Building 

Property Style: 

   One Level    Two Levels 
   Three Levels    Split Foyer / Level 
   Contemporary    Duplex / Multiplex 
   Townhouse    Condominium 
   Historic    Modular 

Property Location: 

   Inland 
   Waterfront 
   High Wind Area 
   Flood Plane 
   Earthquake Prone 

Report Section Remark
LEGEND Red = Safety Items,---------- Blue = Most Important,---------- Black = Recommended, Green = ------ Information 
LEGEND Here is the website to the Standards of Practice "SOP" www.nachi.org/sop.
LEGEND REFERRALS ARE SUGGESTIONS ONLY
Exterior Recommend re-keying all the exterior locks by a licensed locksmith for safety. (See Figure #8) 
Fence/Patio/Deck Major Defect: Upheaval noticed on the rear patio floor. Anything above a 1/2 inch is considered a trip hazard. Recommend 

repair/replace the patio by a licensed contractor for safety. (See Figure #21)  (See Figure #22) 
Electrical Major Defect: No cover plate noticed on electrical outlet inside the access door for the fireplace. This could cause shock or 

possible serious bodily injury. Reinstall covers for safety. (See Figure #48) 
Electrical Major Defect: No carbon monoxide detector was noticed in the home. Carbon Monoxide can cause serious bodily injury. 

Carbon monoxide detector should be installed where natural gas or wood burning appliances are installed. Recommend 
installing carbon monoxide detector for safety.

Electrical Recommend replacing the smoke/carbon monoxide detector batteries once a year for safety. (See Figure #49) 
Electrical When smoke/carbon monoxide detectors turn yellow, this is an indication that the detectors are at the end of their life span. 

Recommend replacing smoke/carbon monoxide detectors for safety. (See Figure #50) 
Plumbing Defect: No earthquake straps noticed on the water heater. All gas water heaters installed on or after 2005 must have 

earthquake straps. Recommend installing straps by a licensed plumber for safety. (See Figure #56) 
Roof Defect: Separation noticed around vent pipe. This could be a point of water intrusion and could cause water damage and/or 

lead to structural damage. Recommend sealing exhaust vent pipe to ensure water tightness. (See Figure #1) 
Roof Defect: Debris noticed on the flat roof and in the valleys. This could be a point of water intrusion and could cause water 

damage and/or lead to structural damage. Recommend cleaning debris off the roof to ensure proper drainage. (See Figure 
#2)  (See Figure #3)  (See Figure #4) 

Roof Defect: Missing downspout extensions/elbows. Extensions/elbows divert rain water away from the foundation to prevent 
structural damage. Recommend installing downspout extensions to divert rain water away from the foundation. (See Figure 
#5)  (See Figure #6)  (See Figure #7) 

Exterior Defect: The front and rear exterior doors are hitting at the top when closed. Recommend adjusting the doors for proper 
operation. (See Figure #9)  (See Figure #10)  (See Figure #11)  (See Figure #12) 

Exterior Defect: Stucco open area was noticed on the right side of the house. This could be a point of water/insect intrusion and 
could cause structural damage. Recommend repairs be made by a licensed contractor to ensure water tightness. (See Figure 
#13) 

Grounds 1 Defect: The shrubs have grown too close to the house. This could cause damage to the house. Recommend trimming back 
the shrubs. (See Figure #16)  (See Figure #17)  (See Figure #18) 

Kitchen Defect: Kitchen sink faucet sprayer has a water leak when water is turned on. This could cause water damage. Recommend 
repairs be made by a licensed plumber to ensure water tightness. (See Figure #29)  (See Figure #30)  (See Figure #31) 

Kitchen Defect: The dishwasher leaks during operation. The racks are also rusting. This could cause water damage. Recommend 
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repair/replace by a licensed appliance repair company to ensure water tightness. (See Figure #32)  (See Figure #33)  (See 
Figure #34)  (See Figure #35)  (See Figure #36) 

Kitchen Defect: Separations noticed between the kitchen countertop and back splash. This could be a point for water intrusion and 
cause water damage. Recommend sealing to ensure water tightness. (See Figure #37)  (See Figure #38) 

Kitchen Defect: Water damage to the kitchen cabinet was noticed under the sink. No moisture was present at the time of the 
inspection. Recommend repairs be made by a licensed contractor. (See Figure #39) 

Kitchen Defect: Chip was noticed in the kitchen sink. Recommend repairs be made to extend the life of the kitchen sink. (See Figure 
#41) 

Kitchen Defect: The kitchen sink faucet spout is corroding through. Recommend replace spout or faucet by a licensed plumber. (See 
Figure #40) 

Kitchen Defect: Loose/hollow sounding floor tiles with cracked grout was noticed in the kitchen. Recommend repairs be made by a 
licensed contractor. (See Figure #42)  (See Figure #43)  (See Figure #44) 

Plumbing Defect: The TPR, Temperature Pressure Relief, valve is leaking. Recommend further evaluation and repair/replace the TPR 
valve by a licensed plumber. (See Figure #57)  (See Figure #58) 

Heating Defect: The living room fireplace pilot light lit but the burner keeps coming on then going out. Recommend repairs be made 
by a licensed fireplace company. (See Figure #69)  (See Figure #70) 

Cooling Defect: Missing insulation noticed on large refrigerant line for attic mounted air handler. Recommend replacing the insulation 
to ensure water tightness. Some condensation leaks were noticed. (See Figure #77) 

Master Bathroom Defect: Slow drainage noticed for the master bathroom right sink. Appears to be isolated to the fixture drainpipe. 
Recommend repairs be made by a licensed plumber for proper drainage. (See Figure #80) 

Master Bathroom Defect: Loose shelf was noticed in the master bathroom shower. This could be a point for water intrusion and cause water 
damage. Recommend sealing these areas to ensure water tightness. (See Figure #81)  (See Figure #82) 

Hall Bathroom Defect: Slow drainage noticed for the hall bathroom sink and tub. Appears to be isolated to the fixtures drainpipe. 
Recommend repairs be made by a licensed plumber for proper drainage. (See Figure #85)  (See Figure #86) 

Hall Bathroom Defect: The hall bathroom toilet was continually refilling. Cleaned the flapper and it is operating properly at this time. 
Recommend repairs be made by a licensed plumber. (See Figure #87)  (See Figure #88) 

Interior Defect: Failed window seal noticed in the master bathroom, living room and master bedroom. Condensation noticed between 
the window panes. Recommend replacing the windows by a licensed window company. (See Figure #89)  (See Figure #90)  
(See Figure #91)  (See Figure #92)  (See Figure #93) 

Interior Defect: The hall bathroom door is hitting at the top. The door also has a small hole in it. Recommend adjusting and repairing 
the door for proper operation. (See Figure #94)  (See Figure #95) 

Interior Defect: The hallway closet door is hitting at the top and hard to open and close. Recommend adjusting the door for proper 
operation. (See Figure #96)  (See Figure #97) 

Electrical The main electrical panel breakers are not clearly labeled. Recommend labeling breakers. (See Figure #51) 
Plumbing The main water shut off is located in the garage. (See Figure #59) 
Plumbing The main gas shut off is located on the right exterior wall. (See Figure #60) 
Plumbing The water pressure to the house was 55 PSI at the time of the inspection. (See Figure #61) 
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 LEGEND
Remarks � Red = Safety Items,---------- Blue = Most Important,---------- Black = Recommended, Green = ------ Information  

� Here is the website to the Standards of Practice "SOP" www.nachi.org/sop. 
� REFERRALS ARE SUGGESTIONS ONLY 
� See Summary Remarks 
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 Roof
Roof Covering Type Concrete Tile   TPO Membrane   Asphalt Shingles   Rolled Asphalt   Clay Tile   Satisfactory  

Wood Shingles   Built Up     
How Observed: Walked on Roof  

Unable to fully view entire roof due to unsafe access or possible damage to the roofing  

Roof Leaks Some Signs   Extensive   None Observed  

Cracked/Missing 
Tiles

Some Signs   Extensive   None Observed   N/A  

Separations/Cuts 
TPO 
Membrane/Rolled 
Ashpalt

Some Signs   Extensive   None Observed   N/A  

Chimney Brick   Metal   Block      Satisfactory   N/A  
Spark Screen:  Present   Not Present  

Flashing, Soffit & 
Fascias

Aluminum   Galvanized   Vinyl   Mineral   Satisfactory   N/A  

Gutters, 
Downspouts & 
Scuppers

Aluminum   Galvanized   Vinyl   Plastic   Satisfactory   N/A  

Remarks � Defect: Separation noticed around vent pipe. This could be a point of water intrusion and could cause water 
damage and/or lead to structural damage. Recommend sealing exhaust vent pipe to ensure water tightness. 
(See Figure #1)  

� Defect: Debris noticed on the flat roof and in the valleys. This could be a point of water intrusion and could 
cause water damage and/or lead to structural damage. Recommend cleaning debris off the roof to ensure 
proper drainage. (See Figure #2)  (See Figure #3)  (See Figure #4)  

� Defect: Missing downspout extensions/elbows. Extensions/elbows divert rain water away from the foundation 
to prevent structural damage. Recommend installing downspout extensions to divert rain water away from the 
foundation. (See Figure #5)  (See Figure #6)  (See Figure #7)  

� See Summary Remarks 

 

Figure Number 1

Defect: Separation noticed around vent pipe. This could be a 
point of water intrusion and could cause water damage and/or 
lead to structural damage. Recommend sealing exhaust vent pipe 
to ensure water tightness. 

 

Figure Number 2

Defect: Debris noticed on the flat roof and in the valleys. This 
could be a point of water intrusion and could cause water 
damage and/or lead to structural damage. Recommend cleaning 
debris off the roof to ensure proper drainage. 
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Figure Number 3

Defect: Debris noticed on the flat roof and in the valleys. This 
could be a point of water intrusion and could cause water 
damage and/or lead to structural damage. Recommend cleaning 
debris off the roof to ensure proper drainage. 

Figure Number 4

Defect: Debris noticed on the flat roof and in the valleys. This 
could be a point of water intrusion and could cause water 
damage and/or lead to structural damage. Recommend cleaning 
debris off the roof to ensure proper drainage. 

 

Figure Number 5

Defect: Missing downspout extensions/elbows. Extensions/elbows 
divert rain water away from the foundation to prevent structural 
damage. Recommend installing downspout extensions to divert 
rain water away from the foundation. 

 

Figure Number 6

Defect: Missing downspout extensions/elbows. Extensions/elbows 
divert rain water away from the foundation to prevent structural 
damage. Recommend installing downspout extensions to divert 
rain water away from the foundation. 

 

Figure Number 7

Defect: Missing downspout extensions/elbows. Extensions/elbows 
divert rain water away from the foundation to prevent structural 
damage. Recommend installing downspout extensions to divert 
rain water away from the foundation. 
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 Exterior
Exterior 
Doors

Satisfactory   See Remarks  

Windows & 
Skylights

Satisfactory   See Remarks  

Exterior Wall 
Coverings

Location* 
Front: Stucco   Satisfactory  
Left: Stucco   Satisfactory  
Right: Stucco   Satisfactory  
Rear: Stucco   Satisfactory  

No Cracks Found   Common Cracks   Major Cracks  
*Location of exterior walls as viewed from the street towards the property 

Exterior 
Trim

Wood   Metal   Stucco      Satisfactory  

Garage & 
Carport

Garage   Carport   Attached   Detached   N/A   Satisfactory  
Door Operator:  Operating   Not Operating   Safety Reverse   N/A  

Remarks � Recommend re-keying all the exterior locks by a licensed locksmith for safety. (See Figure #8)  
� Defect: The front and rear exterior doors are hitting at the top when closed. Recommend adjusting the doors for 

proper operation. (See Figure #9)  (See Figure #10)  (See Figure #11)  (See Figure #12)  
� Defect: Stucco open area was noticed on the right side of the house. This could be a point of water/insect intrusion 

and could cause structural damage. Recommend repairs be made by a licensed contractor to ensure water tightness. 
(See Figure #13)  

� Common cracks in the stucco. (See Figure #14)  (See Figure #15)  
� See Summary Remarks 

 

Figure Number 8

Recommend re-keying all the exterior locks by a licensed 
locksmith for safety. 

 

Figure Number 9

Defect: The front and rear exterior doors are hitting at the top 
when closed. Recommend adjusting the doors for proper 
operation. 
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Figure Number 10

Defect: The front and rear exterior doors are hitting at the top 
when closed. Recommend adjusting the doors for proper 
operation. 

Figure Number 11

Defect: The front and rear exterior doors are hitting at the top 
when closed. Recommend adjusting the doors for proper 
operation. 

 

Figure Number 12

Defect: The front and rear exterior doors are hitting at the top 
when closed. Recommend adjusting the doors for proper 
operation. 

 

Figure Number 13

Defect: Stucco open area was noticed on the right side of the 
house. This could be a point of water/insect intrusion and could 
cause structural damage. Recommend repairs be made by a 
licensed contractor to ensure water tightness. 

 

Figure Number 14

Common cracks in the stucco. 

 

Figure Number 15

Common cracks in the stucco. 
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 Grounds 1
Grading General Grading:  Satisfactory   See Remarks  

Sidewalk & 
Walkways

Concrete   Brick   Common Cracks      Satisfactory   N/A  

Driveway Concrete   Asphalt   Common Cracks      Satisfactory   N/A  

Trees & 
Shrubs

Monitor tree limbs/vines near roof edge to extend roof life   Satisfactory   N/A  
Vegetation close to exterior surface blocking full view  

Retaining Wall Concrete   Stone   Block      Satisfactory   N/A  

Remarks � Defect: The shrubs have grown too close to the house. This could cause damage to the house. Recommend 
trimming back the shrubs. (See Figure #16)  (See Figure #17)  (See Figure #18)  

� Common cracks/slight settling in the driveway was noticed. (See Figure #19)  (See Figure #20)  
� See Summary Remarks 

 

Figure Number 16

Defect: The shrubs have grown too close to the house. This 
could cause damage to the house. Recommend trimming back the 
shrubs. 

 

Figure Number 17

Defect: The shrubs have grown too close to the house. This 
could cause damage to the house. Recommend trimming back the 
shrubs. 

 

Figure Number 18

Defect: The shrubs have grown too close to the house. This 
could cause damage to the house. Recommend trimming back the 
shrubs. 

 

Figure Number 19

Common cracks/slight settling in the driveway was noticed. 
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Figure Number 20

Common cracks/slight settling in the driveway was noticed. 
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 Fence/Patio/Deck
Fencing Satisfactory   N/A  

Block   Wood   Metal     
Stucco Facing   Concrete Interlock  

Front 
Porch

Satisfactory   N/A  
Floor:  Concrete   Wood     

Patio #1 Satisfactory   N/A  
Floor:  Concrete   Wood   Brick   Stone     
Cover:  Open Design   Enclosed   Covered Roof  
Barbeque:  Natural Gas   Propane   Fired   Not Fired  

Remarks � Major Defect: Upheaval noticed on the rear patio floor. Anything above a 1/2 inch is considered a trip hazard. 
Recommend repair/replace the patio by a licensed contractor for safety. (See Figure #21)  (See Figure #22)  

� Common cracks on the block fencing. (See Figure #23)  (See Figure #24)  
� See Summary Remarks 

 

Figure Number 21

Major Defect: Upheaval noticed on the rear patio floor. Anything 
above a 1/2 inch is considered a trip hazard. Recommend 
repair/replace the patio by a licensed contractor for safety. 

 

Figure Number 22

Major Defect: Upheaval noticed on the rear patio floor. Anything 
above a 1/2 inch is considered a trip hazard. Recommend 
repair/replace the patio by a licensed contractor for safety. 

 

Figure Number 23

Common cracks on the block fencing. 

 

Figure Number 24

Common cracks on the block fencing. 
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 Kitchen
Cabinets & 
Countertops

Satisfactory   See Remarks  

Sink Plumbing Leaks:  Some Signs   None Observed   Satisfactory  

Dishwasher Operating   Not Operating   Satisfactory   N/A  
Airgap Device   Airgap Device Not Visible   No Airgap Method Provided  
Rusted racks noted inside dishwasher  

Range/Oven Operating   Not Operating   Gas   Electric   Satisfactory   N/A  

Exhaust Fan Operating   Not Operating   Satisfactory   N/A  

Appliances Disposal:  Operating   Not Operating   Satisfactory   N/A  
Microwave:  Operating   Not Operating   Satisfactory   N/A  
Compactor:  Operating   Not Operating   Satisfactory   N/A  
Reverse Osmosis:  Operating   Not Operating   Satisfactory   N/A  
Instant Hot Water:  Operating   Not Operating   Satisfactory   N/A  

Flooring Sheetgoods   Tile   Wood      Satisfactory  

Remarks � KITCHEN (See Figure #25)  (See Figure #26)  (See Figure #27)  (See Figure #28)  
� Defect: Kitchen sink faucet sprayer has a water leak when water is turned on. This could cause water damage. 

Recommend repairs be made by a licensed plumber to ensure water tightness. (See Figure #29)  (See Figure #30)  
(See Figure #31)  

� Defect: The dishwasher leaks during operation. The racks are also rusting. This could cause water damage. 
Recommend repair/replace by a licensed appliance repair company to ensure water tightness. (See Figure #32)  (See 
Figure #33)  (See Figure #34)  (See Figure #35)  (See Figure #36)  

� Defect: Separations noticed between the kitchen countertop and back splash. This could be a point for water 
intrusion and cause water damage. Recommend sealing to ensure water tightness. (See Figure #37)  (See Figure 
#38)  

� Defect: Water damage to the kitchen cabinet was noticed under the sink. No moisture was present at the time of the 
inspection. Recommend repairs be made by a licensed contractor. (See Figure #39)  

� Defect: The kitchen sink faucet spout is corroding through. Recommend replace spout or faucet by a licensed 
plumber. (See Figure #40)  

� Defect: Chip was noticed in the kitchen sink. Recommend repairs be made to extend the life of the kitchen sink. (See 
Figure #41)  

� Defect: Loose/hollow sounding floor tiles with cracked grout was noticed in the kitchen. Recommend repairs be 
made by a licensed contractor. (See Figure #42)  (See Figure #43)  (See Figure #44)  

� See Summary Remarks 

 

Figure Number 25

KITCHEN 

 

Figure Number 26

KITCHEN 
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Figure Number 27

KITCHEN 

Figure Number 28

KITCHEN 
 

Figure Number 29

Defect: Kitchen sink faucet sprayer has a water leak when water 
is turned on. This could cause water damage. Recommend repairs 
be made by a licensed plumber to ensure water tightness. 

 

Figure Number 30

Defect: Kitchen sink faucet sprayer has a water leak when water 
is turned on. This could cause water damage. Recommend repairs 
be made by a licensed plumber to ensure water tightness. 

 

Figure Number 31

Defect: Kitchen sink faucet sprayer has a water leak when water 
is turned on. This could cause water damage. Recommend repairs 
be made by a licensed plumber to ensure water tightness. 

 

Figure Number 32

Defect: The dishwasher leaks during operation. The racks are 
also rusting. This could cause water damage. Recommend 
repair/replace by a licensed appliance repair company to ensure 
water tightness. 
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Figure Number 33

Defect: The dishwasher leaks during operation. The racks are 
also rusting. This could cause water damage. Recommend 
repair/replace by a licensed appliance repair company to ensure 
water tightness. 

Figure Number 34

Defect: The dishwasher leaks during operation. The racks are 
also rusting. This could cause water damage. Recommend 
repair/replace by a licensed appliance repair company to ensure 
water tightness. 

 

Figure Number 35

Defect: The dishwasher leaks during operation. The racks are 
also rusting. This could cause water damage. Recommend 
repair/replace by a licensed appliance repair company to ensure 
water tightness. 

 

Figure Number 36

Defect: The dishwasher leaks during operation. The racks are 
also rusting. This could cause water damage. Recommend 
repair/replace by a licensed appliance repair company to ensure 
water tightness. 

 

Figure Number 37

Defect: Separations noticed between the kitchen countertop and 
back splash. This could be a point for water intrusion and cause 
water damage. Recommend sealing to ensure water tightness. 

 

Figure Number 38

Defect: Separations noticed between the kitchen countertop and 
back splash. This could be a point for water intrusion and cause 
water damage. Recommend sealing to ensure water tightness. 
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Figure Number 39

Defect: Water damage to the kitchen cabinet was noticed under 
the sink. No moisture was present at the time of the inspection. 
Recommend repairs be made by a licensed contractor. 

Figure Number 40

Defect: The kitchen sink faucet spout is corroding through. 
Recommend replace spout or faucet by a licensed plumber. 

 

Figure Number 41

Defect: Chip was noticed in the kitchen sink. Recommend repairs 
be made to extend the life of the kitchen sink. 

 

Figure Number 42

Defect: Loose/hollow sounding floor tiles with cracked grout was 
noticed in the kitchen. Recommend repairs be made by a licensed 
contractor. 

 

Figure Number 43

Defect: Loose/hollow sounding floor tiles with cracked grout was 
noticed in the kitchen. Recommend repairs be made by a licensed 
contractor. 

 

Figure Number 44

Defect: Loose/hollow sounding floor tiles with cracked grout was 
noticed in the kitchen. Recommend repairs be made by a licensed 
contractor. 
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 Electrical
Service 
Entrance 
Wiring

Capacity: 200 amps   120 Volts   240 Volts   Satisfactory  
Service Line Entrance:  Overhead   Underground  
Conductor Material:  Aluminum   Copper   Stranded Aluminum   Not Visible  

Service 
Grounding

Satisfactory   See Remarks  

Service 
Disconnect

Location of the main service disconnect: Right Exterior Wall  

Main/Sub 
Electrical 
Panels

Location: Right Exterior Wall   Capacity of main current disconnect: 200 amps   Grounded   Satisfactory  
Fuses   Circuit Breakers  
Subpanel   Location: N/A  

Circuit & 
Conductors

Wiring:  Copper   Aluminum   Stranded Aluminum   Satisfactory  
GFCI:  Exterior   Garage   Kitchen   Bathroom   Basement   N/A  
AFCI:  Operating   Breaker does not trip when tested   N/A  

Outlets, 
Fixtures & 
Switches

Random Testing   Reverse Polarity   Open Ground   Satisfactory  
Personal belongings prevent testing of all outlets and switches  

Smoke 
Detectors

Operating   Not Operating   Inaccessible   N/A  

Carbon 
Monoxide 
Detectors

Operating   Not Operating   Inaccessible   N/A  

Remarks � ELECTRICAL (See Figure #45)  (See Figure #46)  (See Figure #47)  
� Major Defect: No cover plate noticed on electrical outlet inside the access door for the fireplace. This could cause 

shock or possible serious bodily injury. Reinstall covers for safety. (See Figure #48)  
� Major Defect: No carbon monoxide detector was noticed in the home. Carbon Monoxide can cause serious bodily 

injury. Carbon monoxide detector should be installed where natural gas or wood burning appliances are installed. 
Recommend installing carbon monoxide detector for safety. 

� Recommend replacing the smoke/carbon monoxide detector batteries once a year for safety. (See Figure #49)  
� When smoke/carbon monoxide detectors turn yellow, this is an indication that the detectors are at the end of their life 

span. Recommend replacing smoke/carbon monoxide detectors for safety. (See Figure #50)  
� The main electrical panel breakers are not clearly labeled. Recommend labeling breakers. (See Figure #51)  
� See Summary Remarks 

 

Figure Number 45

ELECTRICAL 

 

Figure Number 46

ELECTRICAL 
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Figure Number 47

ELECTRICAL 

Figure Number 48

Major Defect: No cover plate noticed on electrical outlet inside the 
access door for the fireplace. This could cause shock or possible 
serious bodily injury. Reinstall covers for safety. 

 

Figure Number 49

Recommend replacing the smoke/carbon monoxide detector 
batteries once a year for safety. 

 

Figure Number 50

When smoke/carbon monoxide detectors turn yellow, this is an 
indication that the detectors are at the end of their life span. 
Recommend replacing smoke/carbon monoxide detectors for 
safety. 

 

Figure Number 51

The main electrical panel breakers are not clearly labeled. 
Recommend labeling breakers. 
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 Plumbing
Water Service Public   Private   Satisfactory  

Entrance Pipe Copper   Galvanized   Brass   Plastic   PVC   Unknown  

Shut Off Devices The location of main water supply shutoff device: Garage  
The location of main gas supply shutoff device: Right Exterior Wall  

Pipes Copper   Galvanized   Plastic   Polybutylene      Satisfactory  
Water Pressure: 55 psi   Tested at Interior   Tested at Exterior   Satisfactory  
Leaks:  Leaks Observed   None Observed  
Hosebibs:  Operating   Not Operating   Not Tested  

Drain/Waste/Vent 
Pipes

Plastic   Copper   Galvanized   Lead   Cast Iron     
Slow Drain   Leaks   None Observed  

Waste Disposal:  Public   Private Septic System  

Water Heater Location: Garage   Capacity: 40 gallon   Satisfactory  
Make: Bradford-White   Age: 15 years   S/N: AH5123417   N/A  

Gas   Electric   Relief Valve   Extension  

Water Conditioning Water conditioning equipment was present. We cannot determine the effectiveness or proper operability of this 
equipment within the time and testing parameters of this inspection.  
N/A   Did Not Inspect  

Laundry Room 
Service

Type of energy supply for Dryer:  Gas   Electric (110V)   Electric (220V)   Did Not Inspect  

Fuel Distribution Copper   Brass   Black Iron   Stainless Steel   CSST   Not visible  
Main Fuel Shut-off Location: Right Exterior Wall  

Remarks � PLUMBING (See Figure #52)  (See Figure #53)  (See Figure #54)  (See Figure #55)  
� Defect: No earthquake straps noticed on the water heater. All gas water heaters installed on or after 2005 must 

have earthquake straps. Recommend installing straps by a licensed plumber for safety. (See Figure #56)  
� Defect: The TPR, Temperature Pressure Relief, valve is leaking. Recommend further evaluation and 

repair/replace the TPR valve by a licensed plumber. (See Figure #57)  (See Figure #58)  
� The main water shut off is located in the garage. (See Figure #59)  
� The main gas shut off is located on the right exterior wall. (See Figure #60)  
� The water pressure to the house was 55 PSI at the time of the inspection. (See Figure #61)  
� See Summary Remarks 

 

Figure Number 52

PLUMBING 

 

Figure Number 53

PLUMBING 
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Figure Number 54

PLUMBING 

Figure Number 55

PLUMBING 
 

Figure Number 56

Defect: No earthquake straps noticed on the water heater. All gas 
water heaters installed on or after 2005 must have earthquake 
straps. Recommend installing straps by a licensed plumber for 
safety. 

 

Figure Number 57

Defect: The TPR, Temperature Pressure Relief, valve is leaking. 
Recommend further evaluation and repair/replace the TPR valve 
by a licensed plumber. 

 

Figure Number 58

Defect: The TPR, Temperature Pressure Relief, valve is leaking. 
Recommend further evaluation and repair/replace the TPR valve 
by a licensed plumber. 

 

Figure Number 59

The main water shut off is located in the garage. 
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Figure Number 60

The main gas shut off is located on the right exterior wall. 

Figure Number 61

The water pressure to the house was 55 PSI at the time of the 
inspection. 
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 Heating
Heating 
System #1

Satisfactory   N/A  
Forced Air Furnace   Heat Pump   Baseboard      Age 20 Years  

Heating Unit 
#1

Capacity: 46000 BTU   Make: Bryant   S/N: 3799A14581  
When turned on by thermostat:  Fired   Did Not Fire  

Fuel Supply Gas   Electric   Propane     

Heat 
Exchanger

Partially Observed   Not Visible; Enclosed Combustion   N/A  

Distribution Ductwork   Radiator   Heat source in each room:  Yes   No  

Filter Washable   Disposable   Electronic   Electrostatic   N/A  

Fireplace Satisfactory   N/A  
Wood Burning   Gas   Enclosed Gas Appliances   Free-Standing     
Flue Liner   Damper:  Operating   Not Operating  
Recommend a damper stop on fireplace damper for safety  

Location: Living Room   Location: N/A  
Location: N/A   Location: N/A  

Remarks � HEATING #1 (See Figure #62)  (See Figure #63)  (See Figure #64)  (See Figure #65)  
� Recommend replacing air filters each month for energy efficiency. (See Figure #66)  
� Recommend changing the thermostat battery once a year. (See Figure #67)  
� FIREPLACE (See Figure #68)  
� Defect: The living room fireplace pilot light lit but the burner keeps coming on then going out. Recommend repairs 

be made by a licensed fireplace company. (See Figure #69)  (See Figure #70)  
� See Summary Remarks 

 

Figure Number 62

HEATING #1 

 

Figure Number 63

HEATING #1 
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Figure Number 64

HEATING #1 

Figure Number 65

HEATING #1 
 

Figure Number 66

Recommend replacing air filters each month for energy efficiency. 

 

Figure Number 67

Recommend changing the thermostat battery once a year. 
 

Figure Number 68

FIREPLACE 

 

Figure Number 69

Defect: The living room fireplace pilot light lit but the burner 
keeps coming on then going out. Recommend repairs be made 
by a licensed fireplace company. 
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Figure Number 70

Defect: The living room fireplace pilot light lit but the burner 
keeps coming on then going out. Recommend repairs be made 
by a licensed fireplace company. 
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 Cooling
Cooling 
System #1

Satisfactory   N/A  
Central Air   Room Units   Heatpump   Evaporate Cooler  
Electric Compressor   Ductwork   Age 19 Years  

Cooling Unit 
#1

Capacity: 3 ton   Make: Bryant   S/N: 0800E15562  
Tested   Not Tested  

Temperature Differential:  No 1: 22-24   No 2: 22-24  
(Temperature differential measured from register to return) 

Remarks � COOLING #1 (See Figure #71)  (See Figure #72)  (See Figure #73)  (See Figure #74)  (See Figure #75)  (See Figure 
#76)  

� Defect: Missing insulation noticed on large refrigerant line for attic mounted air handler. Recommend replacing the 
insulation to ensure water tightness. Some condensation leaks were noticed. (See Figure #77)  

� See Summary Remarks 

 

Figure Number 71

COOLING #1 

 

Figure Number 72

COOLING #1 
 

Figure Number 73

COOLING #1 

 

Figure Number 74

COOLING #1 
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Figure Number 75

COOLING #1 

Figure Number 76

COOLING #1 
 

Figure Number 77

Defect: Missing insulation noticed on large refrigerant line for attic 
mounted air handler. Recommend replacing the insulation to 
ensure water tightness. Some condensation leaks were noticed. 
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 Master Bathroom
Master 
Bathroom

Built in Tub   Tub/Shower   Stall Shower   Spa Tub   Urinal  
Toilet   Sink   Vanity   Window   Fan   Bidet  

Shower Wall Covering: Fiberglass   Steam Unit  
Floor: Tile   Spa Tub/Shower  

Separations noticed in the bathroom tub/shower. Recommend maintenance to ensure water tightness.  
Leaks:  Some Signs   None Observed  

Remarks � MASTER BATHROOM (See Figure #78)  (See Figure #79)  
� Defect: Slow drainage noticed for the master bathroom right sink. Appears to be isolated to the fixture drainpipe. 

Recommend repairs be made by a licensed plumber for proper drainage. (See Figure #80)  
� Defect: Loose shelf was noticed in the master bathroom shower. This could be a point for water intrusion and cause 

water damage. Recommend sealing these areas to ensure water tightness. (See Figure #81)  (See Figure #82)  
� See Summary Remarks 

 

Figure Number 78

MASTER BATHROOM 

 

Figure Number 79

MASTER BATHROOM 
 

Figure Number 80

Defect: Slow drainage noticed for the master bathroom right sink. 
Appears to be isolated to the fixture drainpipe. Recommend 
repairs be made by a licensed plumber for proper drainage. 

 

Figure Number 81

Defect: Loose shelf was noticed in the master bathroom shower. 
This could be a point for water intrusion and cause water 
damage. Recommend sealing these areas to ensure water 
tightness. 
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Figure Number 82

Defect: Loose shelf was noticed in the master bathroom shower. 
This could be a point for water intrusion and cause water 
damage. Recommend sealing these areas to ensure water 
tightness. 
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 Hall Bathroom
  Built in Tub   Tub/Shower   Stall Shower   Spa Tub   Urinal  

Toilet   Sink   Vanity   Window   Fan   Bidet  
Shower Wall Covering: Fiberglass   Steam Unit  
Floor: Tile   Spa Tub/Shower  

Separations noticed in the bathroom tub/shower. Recommend maintenance to ensure water tightness.  
Leaks:  Some Signs   None Observed  

Remarks � HALL BATHROOM (See Figure #83)  (See Figure #84)  
� Defect: Slow drainage noticed for the hall bathroom sink and tub. Appears to be isolated to the fixtures drainpipe. 

Recommend repairs be made by a licensed plumber for proper drainage. (See Figure #85)  (See Figure #86)  
� Defect: The hall bathroom toilet was continually refilling. Cleaned the flapper and it is operating properly at this time. 

Recommend repairs be made by a licensed plumber. (See Figure #87)  (See Figure #88)  
� See Summary Remarks 

 

Figure Number 83

HALL BATHROOM 

 

Figure Number 84

HALL BATHROOM 
 

Figure Number 85

Defect: Slow drainage noticed for the hall bathroom sink and tub. 
Appears to be isolated to the fixtures drainpipe. Recommend 
repairs be made by a licensed plumber for proper drainage. 

 

Figure Number 86

Defect: Slow drainage noticed for the hall bathroom sink and tub. 
Appears to be isolated to the fixtures drainpipe. Recommend 
repairs be made by a licensed plumber for proper drainage. 

  

Copyright © 2019 - Genuine Home Inspections - Page 30 of 38



Figure Number 87

Defect: The hall bathroom toilet was continually refilling. Cleaned 
the flapper and it is operating properly at this time. Recommend 
repairs be made by a licensed plumber. 

Figure Number 88

Defect: The hall bathroom toilet was continually refilling. Cleaned 
the flapper and it is operating properly at this time. Recommend 
repairs be made by a licensed plumber. 
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 Interior
Floor 
Coverings

Tile   Sheetgoods   Wood   Wall to Wall Carpet      Satisfactory   Not Fully Visible  

Walls Plaster   Drywall   Masonry   Common Cracks      Satisfactory  

Ceilings Plaster   Drywall   Wood   Acoustical Tile   Common Cracks      Satisfactory  

Interior 
Doors

Hollow Core   Raised Panel   Solid Core   ByPass   BiFold   Pocket   See Remarks  

Windows Sliding   Single Hung   Double Hung   Single Pane   Dual Paned   Fixed  
Casement   Metal   Wood   Vinyl     

Security Bars:  Present   Not Present   Safety Releases  
Become familiar with operation of safety releases on security bars  

Remarks � Defect: Failed window seal noticed in the master bathroom, living room and master bedroom. Condensation noticed 
between the window panes. Recommend replacing the windows by a licensed window company. (See Figure #89)  (See 
Figure #90)  (See Figure #91)  (See Figure #92)  (See Figure #93)  

� Defect: The hall bathroom door is hitting at the top. The door also has a small hole in it. Recommend adjusting and 
repairing the door for proper operation. (See Figure #94)  (See Figure #95)  

� Defect: The hallway closet door is hitting at the top and hard to open and close. Recommend adjusting the door for 
proper operation. (See Figure #96)  (See Figure #97)  

� Common cracks in the ceiling was noticed. (See Figure #98)  (See Figure #99)  
� See Summary Remarks 

 

Figure Number 89

Defect: Failed window seal noticed in the master bathroom, living 
room and master bedroom. Condensation noticed between the 
window panes. Recommend replacing the windows by a licensed 
window company. 

 

Figure Number 90

Defect: Failed window seal noticed in the master bathroom, living 
room and master bedroom. Condensation noticed between the 
window panes. Recommend replacing the windows by a licensed 
window company. 
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Figure Number 91

Defect: Failed window seal noticed in the master bathroom, living 
room and master bedroom. Condensation noticed between the 
window panes. Recommend replacing the windows by a licensed 
window company. 

Figure Number 92

Defect: Failed window seal noticed in the master bathroom, living 
room and master bedroom. Condensation noticed between the 
window panes. Recommend replacing the windows by a licensed 
window company. 

 

Figure Number 93

Defect: Failed window seal noticed in the master bathroom, living 
room and master bedroom. Condensation noticed between the 
window panes. Recommend replacing the windows by a licensed 
window company. 

 

Figure Number 94

Defect: The hall bathroom door is hitting at the top. The door 
also has a small hole in it. Recommend adjusting and repairing the 
door for proper operation. 

 

Figure Number 95

Defect: The hall bathroom door is hitting at the top. The door 
also has a small hole in it. Recommend adjusting and repairing the 
door for proper operation. 

 

Figure Number 96

Defect: The hallway closet door is hitting at the top and hard to 
open and close. Recommend adjusting the door for proper 
operation. 
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Figure Number 97

Defect: The hallway closet door is hitting at the top and hard to 
open and close. Recommend adjusting the door for proper 
operation. 

Figure Number 98

Common cracks in the ceiling was noticed. 

 

Figure Number 99

Common cracks in the ceiling was noticed. 
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 Attic
Attic Access Locations Satisfactory   N/A  

How Observed: From Service Platform   Not Observed  
Scuttle Hole   Pull Down   Door   No Access   Scuttle Hole Location: Master Bedroom Closet  
Inspection limited to view from access. Not all areas were completely visible.  

Moisture Some Signs   Extensive   None Observed   Condensation  

Storage Heavy   Light   Floored   Not Floored  

Insulation None   Batts   Fill   Satisfactory   N/A  
Installed in:  Rafters   Floor  
Approximate R Rating: 38   Approximate Inches: 13-16  

Ventilation Window(s)   Attic Fan   Whole House Fan   Satisfactory   N/A  
Ridge Vent   Soffit Vent   Turbine  
Gable End Louvers   Roof Vents  

Framing Cracked/Broken/Sagging Rafters   Satisfactory  

Bracing Cracked/Broken/Sagging Bracing   Satisfactory  

Remarks � ATTIC (See Figure #100)  (See Figure #101)  

 

Figure Number 100

ATTIC 

 

Figure Number 101

ATTIC 
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 Structural
Type of Building Single Family   Duplex/Patio Home   Townhouse   Condominum     

Wood Frame   Masonry Frame   Metal Frame     
Gable Roof   Mansard Roof   Hip Roof   Flat Roof     

Structure Foundation:  Poured Concrete Slab   Sub Floor     
Post Columns:  Steel   Masonry   Wood   Concrete   None   Not Visible  
Floor Structure: Poured Concrete Slab  
Wall Structure: Wood Frame  
Roof Structure: Concrete Roof Tile & Rolled Asphalt  

Prefabricated Trusses  

Remarks � Common cracks noticed in foundation. (See Figure #102)  (See Figure #103)  

 

Figure Number 102

Common cracks noticed in foundation. 

 

Figure Number 103

Common cracks noticed in foundation. 
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 REFERRALS
Remarks � ALL REFERRALS ARE SUGGESTIONS ONLY. 

� Appliance Repair, Earl's Appliance Repair, 435-635-7537 
� Carpet Cleaning, Atlas Carpet Cleaning, 435-862-9553 
� Cleanup & General Contractor, ServPro, DeWynn Nelson, 435-669-4482, 435-656-9061 
� Construction, Streamline Construction, Cory Goodwin, 435-773-7682 
� Electrician, Hedge Hog Electric, Carling Barlow, 435-632-4257 
� Electrician, Value Electric, 435-619-4113 
� Fireplace (Gas), Southern Utah Showroom, 435-628-9133 
� Handyman, Builder Bob, Bob Higgins, 435-619-2476 
� Handyman, All Pro Home Solutions, 435-652-6640 
� Handyman, The Wright Handyman, Lenard Wright, 435-525-1966 
� House Cleaning, Simply Spotless, 435-313-4732 
� House Cleaning, Razzle Dazzle, 435-215-5844 
� HVAC, Advanced Air, 435-635-2257 
� HVAC, Superior Water & Air, Allen Cloud, 801-633-7452 
� Insulation, Penguin Insulation, Brad, 800-544-6721, 435-772-2586 
� Landscaper, LaRoca Landscaping, 435-656-2377 
� Painter, Accent Painting, 435-862-1868 
� Painter/Stucco Repair, Stewart Hammon, 435-212-8091 
� Pest Control, Morgan Termite and Pest, 435-673-9172 
� Pest Control, Preventative Pest Control, Richard Hunt, 435-225-6536 
� Pest Control, All-American Pest Control, Spray Only, Pet Friendly Chemicals, 435-628-9377 
� Plumber, Walker Plumbing, 435-414-1444 
� Plumber, Superior Water & Air, Allen Cloud, 801-633-7452 
� Pool, Pacific Sun Pools, Win Housley, 801-592-7990 
� Reverse Osmosis & Water Softener, Advanced Water Treatment 435-652-4444 
� Roofer, Zion Roof Repair, 435-879-3016 
� Structural Engineering, Gregersen Structural Engineering, Max Gregersen, 385-232-1747 
� Stucco Repair, Stewart Hammon, 435-212-8091 
� Windows, Jones Paint and Glass, 435-673-9644 
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Exclusions and Limitations 

We are proud of our service, and trust that you will be happy with the quality of our report. We have made every effort to provide you with an 
accurate assessment of the condition of the property and its components and to alert you to any significant defects or adverse conditions. However, 
we may not have tested every outlet, and opened every window and door, or identified every minor defect. Also because we are not specialists or 
because our inspection is essentially visual, latent defects could exist. Therefore, you should not regard our inspection as conferring a guarantee or 
warranty. It does not. It is simply a report on the general condition of a particular property at a given point in time. Furthermore, as a homeowner, 
you should expect problems to occur. Roofs will leak, drain lines will become blocked, and components and systems will fail without warning. For 
these reasons, you should take into consideration the age of the house and its components and keep a comprehensive insurance policy current. If 
you have been provided with a home protection policy, read it carefully. Such policies usually only cover insignificant costs, such as that of rooter 
service, and the representatives of some insurance companies can be expected to deny coverage on the grounds that a given condition was 
preexisting or not covered because of what they claim to be a code violation or a manufacture's defect. Therefore, you should read such policies 
very carefully, and depend upon our company for any consultation that you may need. Thank you for taking the time to read this report, and call 
us if you have any questions or observations whatsoever. We are always attempting to improve the quality of our service and our report, and we 
will continue to adhere to the highest standards of the real estate industry and to treat everyone with kindness, courtesy, and respect.  
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